Talk Back
Installation Instructions

Installation:
Please read these instructions fully before starting the installation. The wiring of the ‘Talk Back
System’ is very straightforward but locating the speakers and microphone correctly is important to
obtain the maximum volume without feedback*.
The purpose of the product is to allow the rear passengers to hear the driver speak. The driver is
facing forwards, away from the passengers, and so it is hard for his voice to be heard.
Apart from the convenience of being heard by the rear passengers this system is also an aid to
safety as the driver does not need to shout or to turn his head to speak. The driver taking their eyes
off the road for just a few seconds can result in a fatal accident.

Kit Components:
Speakers
Amplifier

See the ‘Example Installation’ page for photographs of suitable locations.
See the ‘Wiring Diagram’ for all electrical connections.
Cleaning Pad

Driver Area: A microphone and on/off switch are fitted in the Driver area with the amplifier
module fitted in a convenient location. An additional optional microphone may be purchased for
the front passenger to speak to the rear.

Speaker Lead
& Connectors

Rear Area, Two speakers are mounted in the rear of the vehicle.
Special Needs:
If your passengers have speech or hearing impediments there are optional devices that may help
them. These include hearing aid induction loops, rear gooseneck microphones, and plug in
headsets. Please contact us to discuss your requirements.
* Feedback is a high pitched howling noise which occurs when sound from a speaker is picked up
by the microphone and sent back into the system. It is then reproduced again by the speaker and
again picked up by the microphone. A sound loop will then form getting higher pitched and louder
each time it cycles.
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The Driver’s Area:
The driver’s microphone should be mounted
at the top of the windshield. It is held in place
with a self adhesive pad.

On/Off Switch

Before positioning the microphone the area
must be cleaned of any polish using the
cleaning pad supplied.
INTERCOM

Position the microphone so that it will point
approximately at the driver’s mouth.

The Passengers’ Area

We installed surface mount speakers at the very back
of the vehicle. These should be angled downwards so that
they are not pointing towards the microphone at the front.

If you chose the flush
rear speakers they can
be fitted alongside
the rear row of seats

Right hand side
Speaker

c WOLFELEC 2015

Left hand side
Speaker
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